CONTRACT NO, 83906
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F A, TOTAL [SHEET
Bk 1 secTion county | JOTALSHEE

365 | 01-00273-00-CH | KANE 172 122

STA. TO STA,

FID. ROAD DIST. M0, - [ILLINGIS | FER. AID PROJECT
CENER RACEWAYS

IN “OUNDATION

CENTER RACEWAYS
IN FOUNDATION

LIGHT POLE FOUNDATION DEPTH TABLE
40 FT. (12.192M) TO 47.5 FT. (14.478M} MOUNTING HEIGHT

DESIGH DEPTH "D" OF FOUNDATION
SOIL CONDITIONS -
SINGLE ARM POLE TWIN ARM POLE RACEWAYS PARALLEL
P P e TO EDGE OF PAVEWENT
Ou = 0.375 TON/SO, FT. 13.9EM) A5 7
- RACEWAYS PARALLEL
MEDIUM CLAY g6 107-5 T0 EDGE OF PAVEMENT
Qu = 0,75 TON/SOFT .02 G2 NOTES
STIFF CLAY g -0 TOP TOP VIEW
Qu = 150 TON/SO. FT. 2.3 (2.44Mi 0 VIEW 8} 1E
) FULLY GALVANIZE
LOGSE SAND 90 -0 A;CHG: ROAD =
g = 34 2.74M (3.05M) 2 D, x 1.524m I, AL DIMENSIONS ARE IN INCHES (MLLIMETERS) USLESS OTHERWISI SHOWN,
5 o o Cn i e B
ey e psi B (-7 Dia. x 807 2 THE ANCHOR RODS AND RACEWAYS SHALL BE PROPERLY SECURED IN PLACE
- - . BEFORE THE COMCRETE IN PLACED.
DENSE SAND g 3-0"
= A0 SEM JTEME "
L 238 @1 ¥a* 119) CHAMFER 3. "HE FOLINDATION SHALL NOT PROTRUDE MORE THAN 1OOMM (4 ING ABOVE THE FINISHED GRADZ
WITHIN A &0 IN, (1.5M) CHORD ACROSS THE FOUNDATION, WIT4 ANCHOR RODS INCLUDED,
[+ oo IN ACCORDANGE WITH AASHTO GUIDELINES. IF THE FOUNDATION HEIGHT, INCLUDING ANCHOR

RCDS, EXTENDS BEYOND THESE SPECIFIED LIMITS, THE FOUNDATION SHALL BE REP.ACED AT
THE CONTRACTOR'S EXPENSE. SEE FOUNCATION EXTENSION SETAIL.

4, THE HDLE FOX THE FOUNDATION SHALL BE MADE BY DRILLING WITH AN AUGER, OF THE SAME
DIAMETER AS THE FOUNDAYIOR, IF SOIL CONDITIONS REQUIRE THE USE OF A LINER TO FORM THE

247 (609 HOLE. THE LINER SHALL BE WITHDRAWN AS “HE CONCRETE IS CEPOSITED,

*2/0 BARE COPPER- | —~

@

“HE TOP OF THE FOUNDATTION SHALL 3E CONSTRUCTED LEVEL. A LINER OR FCRM SrALL 3E
USED TO PRODUCE 4 UNIFORM SMOOTH SIDE TG THE TOP OF THE FOUNDATICN, FCUNDATIGN TOP
SHALL 3E CHAMTERED Ye-IN. (ZOMM).

.

7

EXOTHERMIC WELD _
CONMECTION TO GND ROD.

&, “HE CONWCRETE SHALL BE CLASS SI. CONCRETE SHALL CURE ACCORDING TG ARTICLE (020.13
BEFORE LIGHT POLES ARE INSTALLED.

EXOTHERMIC WELD CONNECTION
T REINFORCING STEEL

1. THE ANCAOR ROD SHALL 3E & H0OK ROD TYPE. COLD BENDING OF THE ANCHUR ROD WI.L NOT
BE A_LOWED. THE RADJUS OF THE ROOK BEND SHALL NOT 3E LESS THAN 4 TIMES THE NOMINAL
DIAMETER OF THE ANCHOR ROZ. A TACK WELDED ANCHOR ROD MAY BZ SUBSTITUTED WiTH THE

APPROVAL OF THE EMGINEER.
\\\— “2/0 BAKE COPPER

I
1
6" {15241
THREADED

Wor % 36" RADIUS
(88.9 Dic. X 914.4) B,  ~kT ANCHOR RODS SHALL BE ACCORDING 7O ASTM FI5S54 GRADS 725 (GRAGE 1S5 NUTS SHALL
AVC RACEWAY (2 MIND BE FEXAGON MUTS ACCORDING TO ASTM A 192 24 OR ASTM A 563 D, AND WASHERS SHA.i BE

\:GRUHNL‘ CLAMP LL LISTED ACCORDING TG ASTM F 436,

TITER

e

.
v
1

8-*6 YERTICAL BARS

D IDESIGN DEPTH)

ANCHOR RODS, NUTS AND WASHERS SHALL BE COMPLETELY GALVANIZED BY EiTHER THE HOT-DIPPED
FROCESS CONFCRMING WITH AASHTO M 232, THE MECHANICAL FLATING WETHOD CONFORMING "0
AASHTO M 298, CLASS 50 WITH A MAXIMUM COATING THICKNESS OF 15C LM6 MILS) OR THE ELECTROLYTIC

/ “3 SPIRAL PROCESS ACCCRDING TD ASTM F 1:36.

By

Fi:

/! .

GROUND RCD (WHEN SPEC]?]ED)/ s
% Dia. X 10
(15.875 2'a. X 3.048 m

<

{r Dig. X 5°-07
(25.4 Dlg, X L.524 m)

% T. X 4 Dio,
(45,87 1. X 1016 Ble.l
WASHER, TACK WELDED

A

A 10,

THI ANCHOR RODS S4ALL BE THREADED A MINIMUM OF 6 INCHES (150 MM WITH A MINIMUM OF
3 [NCHES (78 M) OF THRIADED ANCHOR ROD EMBEDDED (N THE FOUNDATION.

—t T Y ?’3 1. ANCHOR RODS SHALL FROJECT 2¥.” (69.9MM) ABOVE THE TOP OF THZ FOUNDATION, IF BREAKAWAY

\ els COUPLINGS ARE SPECIFIED, THE CONTRACTOR SHALL CARETULLY COORDINATE THE ANCHOR RCO

— RADIUS NOT LESS THAN S bomn PROJECTION WITH THE INSTALLATION REQUIREMENTS OF THE BREAKAWAY COUSLINGS,
£ {127.0) 4 TIVES NOMINAL ROD DIA,
o p— a3 LOOPS MIN, AT TOP & BOTTOM 12, THI CONTRACTOR SHALL USE A *3 SPIRAL AT 6" [152.4MMi PITCH OR MAY SUBSTITUTE *3 TIES AT
ANCHOR ROD DETAIL 2 — — 2 (B0 124 1304,8MW 0.C, WITH THE APPROVAL OF THE ENGINEER.
13,  THE CABLE TRENCHES AND FOUNDATION SHALL BE BACK FILLED AND COMPACTED AS SPECIFIED
BEFOQRE THE LIGHT PQLE IS ERECTED.
24" (605.6) Dia,

14, THI RACEWAYS SHALL PROJECT U (25.4MM) ABOVE THE TOP SF THE FOUNCATION.

FOUNDATION DETAIL

~—T0P QF ANCHOR RDD

f—_ &7 {100; WAX,

= GROUND LINE
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